
LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT:  
2P W/ SINGLE ZONE ON/OFF PHOTOCONTROL (MVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
2-POLE (MVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
SWITCHING AND DIMMING (MVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
DIMMING (MVOLT)
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LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT:  
2P W/ SINGLE ZONE ON/OFF PHOTOCONTROL (HVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
2-PHASE (HVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
2-POLE (HVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT 
(HVOLT)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
DUAL POLE SWITCHING 2-PHASE (480 VAC)

LINE VOLTAGE INTERCHANGEABLE LENS FIXTURE MOUNT: 
2-PHASE (MVOLT)
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